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Les Ajeux  -  72400 La Ferté Bernard  -  France
DUPUY EQUIPEMENTS
Tel. : +33 (0)2 43 60 78 60  -  Fax : +33 (0)2 43 93 41 94

Technical File
T 06010 BAir network FILTER 

 with pressure reducing  gauge
FIL201

www.dupuy-equipements.com

Description - General information
 The filter with pressure reducing gauge provides a “clean” supply of compressed air, free from 
any impurities, in order to ensure that all the elements installed downstream on the network, such 
as ventilation boxes for example, are maintained in good working order. 

Layout

Material . . . . . . . . . . . . . . . . . . . . . : Steel,brass, aluminium, synthetic materials.
Scale of the pressue gauge . . . . . . : 0 to 10 bar.
Maximum Pressure . . . . . . . . . . . . : 12 bar.
Filtration . . . . . . . . . . . . . . . . . . . . . : 20 µ (dry air, without oil).
Connection . . . . . . . . . . . . . . . . . . . : screw threading ¼ gas.
Temperature during use . . . . . . . . . : +5°C to + 50°C.
Drainage. . . . . . . . . . . . . . . . . . . . . : Automatic, when pressure switched off.
Precautions . . . . . . . . . . . . . . . . . . : Stock and install away from bad weather conditions. 

Dimensions without joints (mm)

Width Height Depth

40 190 75

Pressure gauge

Pressure setting screw
(pull upwards before turning)

Filtering element

Holding tank
(can be unscrewed to dismantle)

Automatic drainage

Evacuation Connection
(with teeth for flexible hose Ø8 int.)

Direction of air passage
(red outline)

Air Air

Internal thread of gauge.

Note :
For an air passage in the opposite direction 
turn the filter 180° vertically.

Screw on the plug
(at the back)

Screw on the pressure gauge
(at the front)
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